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SUBJECT REFERENCE: 
IRI REQUIREMENTS replaced by GE GAP
Industrial Risk Insurers (IRI) requirements for boilers have been replaced by GE Global Asset Protection (GAP) Services requirements.

GE GAP Services publishes GE GAP Guidelines for various risks including boiler combustion codes and standards.  In many cases, they adopt other existing nationally recognized standards.  

Their boiler standards replace and eliminate former IRI requirements.  According to GE GAP 4.1.0, they require compliance with ANSI/ ASME CSD-1 up to 12,500,000 BTH and compliance with NFPA 85 for larger sizes.

This means our standard boilers now comply with IRI (replaced by GE GAP) since they comply with CSD-1.  Please note that a N.O. Vent Valve is no longer required between the Safety Shut-Off Gas Valves on our size of boilers.

GE GAP has indicated that they will accept existing equipment with the former IRI trim as long as it also complies with CSD-1.  They also indicated that items such as the N.O. Vent Valves, formerly required by IRI but not required by GE GAP, may be removed in the field and plugged off and this type of change will meet their requirements. 

SUBJECT REFERENCE:
FM REQUIREMENTS

FM Global (formerly Factory Mutual Systems) participates on the CSD-1 Committee and has aligned their requirements with those of CSD-1.  They will accept a standard UL or ETL Listed Boiler complying with CSD-1 up to 2,500,000 BTH.  From 2.5 to 12.5 Million BTH, they still align with CSD-1 but require FM approved components requiring the add-ons shown on our price sheets.  

NOTE: 
The local GE GAP or FM Global Inspectors have the right to request additional safeguards for unusual risks, but the standards outlined above are normally accepted as meeting their requirements.
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