REC. SPEC. 301-FGA 
0I1

RECOMMENDED SPECIFICATION
PARKER AUTOMATIC WATER SOFTENER
1.
AUTOMATIC WATER SOFTENER:

The Automatic Water Softener shall be a Parker Model FGA-__-_, complete with softening tank, brine tank and automatic control valve with timer.

The softener tank shall have a capacity of ______-grains based on softening capacity of 30,000 grains per cu. ft. of resin.  Tank shall be NSF approved, fiber glass and suitable for maximum of 100 PSI  and 100°F.  Diameter shall be __" and height shall be __".  Models FGA-45-1 and FGA-90-1 are shipped loaded with resin.  The larger models are provided with separate resin and require loading at time of installation.

The resin shall be a FDA approved high capacity ion exchange resin with uniform and stable beads to assure long life, high salt efficiency and maximum hardness removal.

A bottom stack or hub and lateral distributor system shall provide maximum service flow and minimal pressure loss.


The brine tank shall be polyethylene with lid __" diameter by __" height.

The control valve shall be __" line size and allow a continuous flow of _____ GPM.  It shall be solid brass with fully adjustable 5 cycle control for automatic regeneration of softener tank.  The valve shall be controlled by an adjustable 12 day time clock.

Electrical: A 115 Volt single phase grounded receptacle is required.  Unit shall be provided with 3 prong plug, extension cord and 115 Volt to 24 Volt transformer.
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